2" B&B 30"

DIAMETER ROOTBALL e
\ ‘# (:g%
R m"
Z= 14 GAUGE WIRE
N (’/ &
=W\ \;
gy 6' STEEL FENCE POST

SOIL DIKE-TOP OF
BACKFILL SOIL MIXTURE

TO RETAIN GUY WIRES.
(OPTIONAL- IF NEEDED)

4" COMPACTED WOODCHIP
MULCH-KEEP MULCH AWAY

FROM ROOT COLLAR \ /— BULB SHALL BE 1" ABOVE GROUND LEVEL

[ ———3/4" RUBBER HOSE COLLARS

SCARIFY SIDES AND
BASE OF PLANTING HOLE

1. PROVIDE AND INSTALL PLANT MATERIALS 4. PLACE SOIL TO FORM SAUCER TO HOLD WATER.
THAT MEET SPECIFICATIONS AND ARE OF
THE SIZE TYPE AND SPECIES GIVEN IN PLANT 5. REMOVE TOP 1/3 OF BURLAP AND WIRE FROM
SCHEDULE OR SHOWN ON THE PLANS. ROOTBALL.

2. REMOVE DEAD OR DAMAGED BRANCHES. 6. DIG PLANT HOLE 1'-0" MINIMUM LARGER THAN
RETAIN THE NATURAL FORM OF THE TREE. BALL, ALL SIDES.

3. SCARIFY BOTTOM OF PLANTING HOLE. 7. BACKFILL WITH PLANTING SOIL.

BOULEVARD TREE PLANTING
NOT TO SCALE
(REFER TO ANSI A300 PART 6/BMP)

SAINT PETER STANDARD
PLATE 9004

STANDARD DETAIL

BOULEVARD TREE PLANTING 9004
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